PROLUCT BULLETIN K-SPRAY BULLETIN NO: y_5503
DRYVALL AICEIZIRY CEILING TEXTURE DATE: 8/23/73
PRODUCTS KSS PAGE: 1 of 2
A?PROVAL?‘: PRODUCING FLANT CANCELS: J-5503
% « wﬁp ,ﬁ ol SEATTLE DATE: 3/23/73
BULLETEN U pescarerion A POUNDS | CALL3:
" 442 Talc, Westal 202 34.20 700
A1 Clay 14.66 300
187 Clay, Hydrite MP 9,78 200
056 Wyojel Cl-ay 2.44 50
221 Whiting 195 2444 500
446 Titanium Pigment 3.66 732
040 .~ Asbestos 7 D-1 I,,Sé 100
350 Monsanto KGR Resin 1.96 AC
330 P. V. Alcohol .49 10
026 Aimm, Pentaborate .15 3
% 245 1 Cellosize QP4L400 A9 10
443 Textra Sodium Pyrophosphate .15 3
453 Preservative 15 3
454 Nopeo PD-1 Defoamer .10 2
074 Purnt Umber - (2 oz.)
324 Styrene Aggregate 2,44 50 100 e, 1,
) TCTAL 100,00 2046
MANUEACTURING INSTRUCTIONS:
1. See Process Bulletin No. J=4.
2. Dry blend for a minimum of 12 minutes,
3., DPackage 32 lbs, minimum per bag.
4, * Cellosize QP4400 preferred for this product,
QUALITY CONTROL,: <
TM~1B Viscosity, cc per 100 gm to give 6 200 - 220
diameter patty
. TM-3A Bond Equal to Standard
: ;
i

KG2001244



PRODUCT BULLETIN K~SPRAY .
DRYWALL ACCESSORY CEILING TEXTURE BULLETIN NO: 7 5503
PRODUCTS KSS DATE: 9-5-73
PAGE: 2o0f 2
APFROVALS .
SEATTLE CANCELS: J 2303
{'},ﬁfb 3 DATE: - 3/23/13
£ T HE | o0
SPECIFIC S: Sy
Test Procedures as specified in Bulletin T-7. o
Test Method
TM-1B Viscosity (Slump test; patty ) :
. diameter of &") : 200 - 220 cc
TN-2 PH (Meter) 8.0to 9.0
TM-3 Bond _ #Egual to Standard
TH-13 Reflectance (%) 83.0% Minimum
TM-20 Cracking No ecracks or heavy
checking on normal
applications.
Th-22 Size gradation (500 cc sample)
a, Retained on 16 Mesh 250 to 350 cc
b. Passing 16, retained on 50 Mesh 100 to 200 ce
TM=33 bry loose density (pounds per
cubic foot) 17 - 20
TM-34 Hardness *Equal to Standard

# NOTE: K-Spray coded to be used as standard for one year minimum.
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